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• Analyzing the performance of the proposed multi-layer precoding design. First, the per-user

achievable rate using multi-layer precoding is derived for a general channel model. Then,

asymptotic optimality results for the achievable rates with multi-layer precoding are derived

for two special channel models: the one-ring and the single-path models. Lower bounds on

the achievable rates for the cell-edge users are also characterized under the one-ring channel

model.

The developed multi-layer precoding solution and other proposed extensions are also evaluated

by numerical simulations. Results show the multi-layer precoding can approach the single-user

rate, which is free of inter-cell and intra-cell interference, in some special cases. Further, results

illustrate that significant rate and coverage gains can be obtained by multi-layer precoding

compared to conventional conjugate beamforming and zero-forcing massive MIMO solutions.

We use the following notation throughout this paper: A is a matrix, a is a vector, a is a

scalar, and A is a set. |A| is the determinant of A, kAkF is its Frobenius norm, whereas AT ,

AH , A⇤, A�1, A† are its transpose, Hermitian (conjugate transpose), conjugate, inverse, and

pseudo-inverse respectively. [A]r,: and [A]:,c are the rth row and cth column of the matrix A,

respectively. diag(a) is a diagonal matrix with the entries of a on its diagonal. I is the identity

matrix and 1N is the N -dimensional all-ones vector. A⌦B is the Kronecker product of A and

B, and A �B is their Khatri-Rao product. N (m,R) is a complex Gaussian random vector with

mean m and covariance R. E [·] is used to denote expectation.

II. SYSTEM AND CHANNEL MODELS

In this section, we present the full-dimensional massive MIMO system and channel models

adopted in the paper.

A. System Model
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Fig. 1. A full-dimensional MIMO cellular model where each BS has a 2D antenna array and serves K users.
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Consider a cellular system model consisting of B cells with one BS and K MS’s in each

cell, as shown in Fig. 1. Each BS is equipped with a two-dimensional (2D) antenna array of N

elements, N = NV (vertical antennas) ⇥NH (horizontal antennas), and each MS has a single

antenna. We assume that all BSs and MSs are synchronized and operate a TDD protocol with

universal frequency reuse. In the downlink, each BS b, b = 1, 2, ..., B, applies an N⇥K precoder

Fb to transmit a symbol for each user, with a power constraint k [Fb]:,k k2 = 1, k = 1, 2, ..., K.

Uplink and downlink channels are assumed to be reciprocal. If hbck denotes the N ⇥ 1 uplink

channel from user k in cell c to BS b, then the received signal by this user in the downlink can

be written as

yck =
BX

b=1

h⇤
bckFbsb + nck, (11)

where sb = [sb,1, ..., sb,K ]
T is the K ⇥ 1 vector of transmitted symbols from BS b, such that

E [sbs
⇤
b ] =

P
K
I, with P representing the average total transmitted power, and nck ⇠ N (0, �2

) is
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