
As an example consider a robot that has to move from
room1 to room2, during this movement the robot has to
pass through the corridor corridor2. The structure of the
environment is represented as follows:
floorplan_structure(id(room1), type(room)).

geom(id(room1), polygon([

point(33.04074928940648, 47.78135448806469),

point(41.95226523762394, 53.36407052934558),

point(44.20648040233633, 49.48777998147939),

point(35.17204967399538, 43.83961776145081)

])).

floorplan_structure(id(corr1), type(corridor)).

geom(id(corr1), polygon([

point(34.17204967399538, 42.83961776145081),

...

])).

floorplan_structure(id(room2), type(room)).

geom(id(room2), polygon([ ... ])).

...

Based on the extracted semantic floor-plan structure and the
detected people in the environment, the robot can make de-
cisions using high-level navigation rules, e.g. defining how
to behave in narrow passages, such as the corridor when
there are people in the corridor. E.g. we can define a rule
that a robot can only enter a corridor (the robot can exe-
cute the control action enter(Floorplan Structure, T )),
if there is no person in the corridor, or the person is pass-
ing the corridor in the same direction as the robot. For this
example we use a simple action language for planing the ac-
tions of the robot, in this context the predicate poss at(✓, t)
defines the spatio-temporal configuration, in which the con-
trol action ✓ can be executed.
poss_at(

enter(fp_struct(id(FS_ID), type(corridor))),

timepoint(T)) :-

not(holds_at(

inside(person(P_ID), fp_struct(FS_ID)),

timepoint(T))).

poss_at(

enter(fp_struct(id(FS_ID), type(corridor))),

timepoint(T)) :-

holds_at(

inside(person(P_ID), fp_struct(id(FS_ID), _)),
timepoint(T)),

occurs_in(

passing(person(P_ID), fp_struct(id(FS_ID), _), Dir1),

interval(I)),

time(during(T, I)),

trajectory(person(P_ID), P_Path, interval(I)),

planed_trajectory(R_Path),

movement_direction(P_Path, Dir1),

movement_direction(R_Path, Dir2),

same_direction(Dir1, Dir2).

The above rules state that the robot can only ex-
ecute the control action enter(fp struct(id(FS ID),
type(corridor))) if one of the two rules is true. The first

rule simply states that the robot can enter the corridor if
there is no person in the corridor. The second rule states,
that if there is a person inside the corridor, and the person is
passing through the corridor, the robot can enter the corri-
dor, if the trajectory of the person passing through the corri-
dor and the planed path of the robot are passing the corridor
in the same direction.
In this way, high-level semantic behaviour descriptions can
be used for guiding low-level robot controls, such as path
planning, etc.

5. Summary and Outlook

Visuo-locomotive sensemaking for practical cognitive
robotics in contextualised settings with humans, mobility,
and human-machine interaction is a complex endeavour re-
quiring integrative methodologies combining the state of
the art from several research areas such as vision, AI, HCI,
and engineering. Our research emphasis the particular merit
of combining visual processing with semantic knowledge
representation and reasoning techniques rooted in artificial
intelligence, particularly commonsense reasoning. We have
presented a declarative commonsense model for ground-
ing embodied visuo-locomotive interactions; the proposed
model —consisting of a formal characterisation of space,
time, space-time, and motion patterns— is geared towards
knowledge representation and reasoning capabilities such
as commonsense abstraction, learning, reasoning, embod-
ied simulation. With a particular focus on the representation
of space-time histories and motion patterns, the model is il-
lustrated with select RGB-D datasets corresponding to rep-
resentative activities from a larger dataset of everyday ac-
tivities. Immediate next steps involve integration with state
of the art robot control platforms such as ROS; this will
be accomplished via integration into the ExpCog common-
sense cognition robotics platform for experimental / sim-
ulation purposes, and within openEASE as a state of the
art cognition-enabled control of robotic control platform for
real robots.2
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