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projection of X(300, 30) onto basis vectors e
u
1 and e

u
2 , shown in Figure 5 (left),

reveals the circular topology.
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Fig. 6. (Left) In the e1 and e2 DCT patches, white pixels are positive and black neg-
ative. The arrows in the flow patches eu

1 , eu
2 , ev

1 , and ev
2 show the optical flow vector

field patch. (Right) Camera axes.

Let S
1 denote the interval [0, 2⇡] with endpoints identified. The patches in

X(300, 50) lie near {cos(↵)eu
1 + sin(↵)eu

2 | ↵ 2 S
1}, which we call the horizontal

flow circle. We will use statistics of both the camera motion database and range
image database to explain why the horizontal circle is high-density.

Camera motion can be decomposed into six sub-motions. The first three are
translation in the x, y, or z direction, commonly referred to as right-left, up-
down, or inward-outward translation. The remaining three are rotation about the
x, y, or z axis, commonly referred to as pitch, yaw, or roll. See Figure 6 (right).
We will refer to ✓ 2 S

1 camera translation, by which we mean translation of
cos(✓) units to the right, sin(✓) units up, and no units inwards or outwards.
Some of the most common camera translations are when ✓ = 0 or ⇡, i.e. when
the camera is translated to the left or right, for example if the camera is mounted
on a horizontally moving car or held by a horizontally walking human [32].

In [2] the authors find that high-contrast range patches are dense near the
range patch primary circle, defined as {cos(↵)e1+sin(↵)e2 | ↵ 2 S

1} and depicted
in Figure 2(a). Negative and positive pixel coordinates correspond, repectively,
to near and far.

Let us consider pairing the common ✓ = 0 or ⇡ camera translations with
primary circle range patches. Under camera translation in the xy plane, the flow
vector at a foreground pixel has the same direction but greater magnitude than
at a background pixel. So after the normalization in Step 5 of Section 4, a ✓ = 0
camera translation over the range patch cos(↵)e1+sin(↵)e2 produces the optical
flow patch cos(↵)eu

1 + sin(↵)eu
2 . Similarly, ✓ = ⇡ translation produces flow patch

� cos(↵)eu
1 � sin(↵)eu

2 . Hence ✓ = 0 or ⇡ translation applied to all primary circle
range patches produces the horizontal flow circle {cos(↵)eu

1 +sin(↵)eu
2 | ↵ 2 S

1}
(Figure 5 (right)).

5.2 A Torus Model for Optical Flow

Define the map f : S
1 ⇥ S

1 7! R18 as follows. Given (↵, ✓) 2 S
1 ⇥ S

1, let f(↵, ✓)
be the optical flow patch produced from ✓ camera translation over the primary


