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Supplementary Note 1: Effect of self-pumping

Self-pumping is a well-known effect in time-resolved Raman scattering whereby pho-
tons from the probe laser pulse pump the system before the Raman scattering occurs
[1, 2]. This process is quadratic as a function of laser power, whereas Raman scatter-
ing by itself is linear in laser power. As a result, making measurements with the probe
alone (without the pump) at different laser powers will result is spectra that look
more and more pumped as the power increases. Self-pumping probes timescales of
less than the probe pulse duration, which in our case is about 40 fs. Supplementary
Figure 1 compares Raman scattering cross section measured with the pump laser
alone at a small laser power and the larger laser power used in most time-resolved
measurements discussed above. A small reduction of the two-magnon peak intensity
and a small increase of the low-energy part of the spectrum at the higher laser power
originates from self-pumping. This effect is much smaller than the effect of the IR
pump.
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Supplementary Figure 1: Effect of self-pumping. Blue dots represent the two-magnon
Raman spectrum obtained with the same pump fluence as the data in Figures 2-5
of the main text. Red circles represent the data obtained with a smaller fluence.
Scattering intensities were divided by laser power and counting time.

Supplementary Note 2: Two-magnon fitting proce-

dure

In order to extract the center position and width of the 2M peak, we fitted to a
phenomenological model. First, we estimated the background at -1000 fs by fitting
the points below 1000 cm−1 and above 5000 cm−1 to a cubic polynomial. Supple-
mentary Figure 2 illustrates this process. For fits at all other delay times with the
same fluence, we fit the points above 5000 cm−1 to a constant amplitude times the
cubic polynomial found at -1000 fs. Fixing the shape of the background and only
allowing it to vary in amplitude over time significantly reduced the uncertainty in
the fitted peak positions and widths.
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Supplementary Figure 2: Raw data with fitted curves and backgrounds at -1000 fs
(a) and 300 fs (b). At -1000 fs, the background is a cubic polynomial fitted to the
points below 1000 cm−1 and above 5000 cm−1. At all other delay times (including at
300 fs shown here), the background was the same cubic polynomial, allowed to vary
only by an overall amplitude to fit the points above 5000 cm−1. At all delay times,
points below 1500 cm−1 were excluded from fitting to the exponentially-modified
Gaussian.
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The remaining curve after background subtraction was fitted to an exponentially-
modified Gaussian in order to account for the asymmetry of the peak. When per-
forming the fits, we excluded points below 1500 cm−1 because the increase in spectral
weight at positive delay times was not fitted well by our chosen lineshape and we were
more interested in the position and width of the main 2M peak. The exponentially-
modified Gaussian is a normal Gaussian convolved with a single exponential:

f (x) = A× exp

(
λ

2

(
2µ+ λσ2 − 2x

))
erfc

(
µ+ λσ2 − x√

2σ

)
. (1)

Here, erfc (z) is the complementary error function, A is an overall amplitude, λ is
the decay constant for the underlying exponential, and µ and σ are the mean and
standard deviation of the underlying Gaussian, respectively. In order to reduce the
number of free parameters, we fit the spectrum at -1000 fs with all four parameters
free and then used that fitted value of λ for all other fits. So the three free parameters
for all fits were A, µ, and σ.

Note that the true peak position and width are not parameters of this equation,
but depend on multiple parameters. For the peak position, we used an exact formula
for the point at which the derivative of the curve vanishes:

xmax = µ+ λσ2 − sgn(λ)
√
2σ × erfcxinv

(
1

|λ|σ

√
2

π

)
, (2)

where erfcxinv(z) is the inverse of the scaled complimentary error function. We
calculated the approximate full-width half-maximum (FWHM) in analogy with the
FWHM for a normal Gaussian:

FWHM ≈ 2
√
2log2

(
σ2 +

1

λ2

) 1
2

, (3)

where the expression in parentheses is the variance of the exponentially modified
Gaussian distribution.

Skewness is a statistical measure of the asymmetry of a distribution. It is dimen-
sionless and a perfectly symmetric peak has a skewness of zero. For the exponentially-
modified Gaussian distribution, the skewness is given by

Skewness =
2

σ3λ3

(
1 +

1

σ2λ2

)−3/2

. (4)

The error bars in Figure 5 of the main text for the peak center and width are the
calculated 95% confidence intervals for µ and 2

√
2log2σ, respectively. Using δµ for

the error bar on the peak center is an approximation, which neglects the complicated
dependence of xmax on σ.
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