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where θ1 is the the between-tile segmentation latitude and θ2 is the tile-pole segmentation 
latitude. The minimum total area is about 105.4  when θ1 equals to 25.34˚ and θ2  equals to 
38.22˚. 

3 tiles with square bounded poles
When we encode the tiles and poles, the poles need to be put in a square to fit the standard. 
This will increase the total area to about 117.8%(1 tile 1 pole each hemisphere when θ equals to  
45˚) and 113.4%(2 tiles 1 pole hemisphere when θ1 equals to 35.07˚ and θ2  equals to 
53.16˚).

4 Multi-tiles and 1 pole each hemisphere
With the increasing number of tiles, the tile-pole segmentation latitude will be pushed toward 
poles. The tiles number-area curve is shown below:

Circle Poles shows the cases that we discussed in 1) & 2), Square Poles shows the case that 
we discussed in 3).

5  Overlap
Introducing overlap will bring improvement to visual quality but also increase total area. The 
curves(circle and square) below shows how overlap affect total area and the table below that 
shows the corresponding latitude. According to the result, 2 tiles and 1 pole each hemisphere is 
the best implementation we can find by using this method. Therefore, more discussion are only 
based on 1 or 2 tiles with 1 pole each hemisphere. A more exhaustive analytics data based on 
that can be found in attachment(segmentation_result.xlsx).


