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Shape from shading /
photometric stereo

Create sparse / dense depth map

Find blur parameters, obtain full dense
defocus map, calculate depth from blur
radius (PCR)

Constructs a histogram descriptor for edge
pixels in each spectral band image. Variance
among histogram bins provides input data for
band-wise spatial defocus calculation. These
band-wise statistical data are combined to give
the first sparse depth map. The second
method uses difference of neighborning
spectral vectors to estimate relative depth. The
two sparse maps with distinguishing features
are finally combined and oplimized to generate
final sparse depth map using matting
Laplacian. Lastly, normalization and smoothing
are used to guarantea baetter consistency
among edge pixels,

- Estimate sparse depth maps based on
different integration models. By adopting
manifold leaming, an effective objective
function is developed to combine all sparse
depth maps into a final optimizad sparse depth
map. Lastly, a new dense depth map
generation approach is proposad, which
extrapolale sparse depth cues by using
material-based properties on graph Laplacian.

Depth Estimation
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Passive

-
Single image - monocular cue

Multiple image - binocular cue
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Depth from defocus blur /
Chromatic aberration
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- Exploit the wavelength dependent
change of the focal length visible as
defocus blur on different wavelengths
of the multispectral image. Gaussian
defocus blur assumption implies that
the spectral derivative is proportional
to spatial derivatives independent on
the texture, Derive a relation between
a depth from spatial and spectral
derivatives and present a closed form
non-iterative solution for depth. Since
magnification factor g(A) relates the
depth Z, focal length fi{A) and
wavelength A, from wavelength A
where the parameters a(A) and BiA)
are determined by calibration, £ could
be solved,

Supervised Leaming
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Deep CHNN for photometric
multispectral stereo image
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