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The SSC is a neural network called C that is trained to distinguish 
the low-dimensional representations of the normal samples and the 
synthetic anomalous samples obtained by E . The operation of SSC can 
be represented as: 

ŷ = softmax(C (z|θC ) ) = softmax(C (E (x|θε)|θC )) (5)  

where ̂y is the predicted softmax probability, θC denotes the parameters 
of self-supervised classifier. 

2.4.3. Detailed description of training procedure 
In the training procedure, the AE and SSC are jointly optimized. 

Given a dataset of N normal samples and M synthetic samples, the loss 
function L of the SSC-AE is: 

L = γ1*LAE + γ2*LSSC (6)  
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In Eqs. (6) to (8), LAE is the loss function of the AE; LSSC refers to the 
loss function of the SSC; xi

n denotes the normal data; x̂i
n indicates the 

corresponding reconstructed data; ŷi
n and ŷj

s are the predicted proba-
bilities obtained by the SSC corresponding to the normal data and the 
synthetic data respectively; N and M represent the sample size of the 
normal data and the synthetic data respectively, while γ1 and γ2 are 
hyperparameters in the range of (0, 1). 

This loss function consists of two components: the L2-norm loss of the 
AE and the cross-entropy loss function of the SSC. It should be noticed 
that only normal samples are used for the optimization of LAE, because 
the AE should only learn to reconstruct the spectra of normal straw-
berries. On the other hand, both the normal samples and the synthetic 
samples go through the encoder of the AE for low-dimensional repre-
sentation extraction and are employed to train the SSC classifier. Such a 
network framework is designed so that the SSC can force the encoder to 
project normal and synthetic anomalous spectra into discriminative 
spaces. 

Fig. 1. Photographs of the anomalous strawberry samples.  

Fig. 2. Hyperspectral imaging system.  

Fig. 3. Architecture of the proposed SSC-AE for anomaly detection.  
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