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Fig. 1: The UAV edge computing scenario.

II. SYSTEM MODEL

Problem Formulation
In this paper, we have analyzed the impact of processing

tasks in UAVs, considering their energy constraints. Specif-
ically, we have considered a set of n UAVs equipped with
cameras that record data at an average frame rate r. The
images obtained by the cameras have to be processed by
object detection algorithms. As shown in Fig. 1, the area
is monitored by a HAP and a LEO satellite, allowing edge
computing processing; therefore, the processing tasks can be
performed on board the UAV or offloaded to a NT node (HAP,
LEO). Each UAV has the capability to divide frames between
offloaded processing and onboard processing. The offloading
factor, represented by ⌘, indicates the proability of a frame
being offloaded to the NT edge server. This results in an
average arrival rate of ⌘nr at the NT edge server and an arrival
rate of (1� ⌘)r for onboard processing.

The aim is, therefore, to understand how much power
is required for image processing on board and how much
autonomy can be gained by offloading these tasks to a HAP
or a LEO satellite for different values of ⌘.

In the following, we have analyzed different energy con-
tributions in order to assess the total energy consumption
when tasks are processed entirely locally and when they are
offloaded to an NT server. The total energy consumption of
a UAV can be divided into three terms: the energy required
for the hovering, the energy required for tasks processing (in
the case of on-board processing), and the energy required for
wireless communication with the NT node (in the case of
offloaded processing).

Additionally, we have also analyzed the energy consumption
of a HAP and a LEO to support UAV processing tasks
(communication and processing).

Channel model
Wireless communication between the UAVs and the HAP or

the LEO is involved in the case of offloaded processing. Ac-

cording to the 3rd Generation Partnership Project (3GPP) spec-
ifications [14], operating in the millimeter wave (mmWave)
spectrum, it is possible to achieve ultra-fast communication
links by exploiting highly directional transmissions.

In this paper, we have considered the mmWave spectrum
for UAVs-to-HAP/LEO communication links; assuming an
interference-free scenario with UAVs operating in orthogonal
frequency bands, the Signal to Noise Ratio (SNR) between the
transmitter i and the receiver j is given by

�ij =
EIRPi · (G/T )j

PLij · k ·B , (1)

where EIRPi is the effective isotropic radiated power, (G/T )j
is the receiver antenna-gain-to-noise-temperature, PL is the
path loss, k is the Boltzmann constant, and B is the bandwidth.
The path loss of a NT link depends not only on the frequency
and the distance between the transmitter and the receiver, but
also on specific factors (such as the elevation angle) and takes
into account additional atmospheric losses as described in [15].
From the SNR, the median ergodic (Shannon) capacity Ri,j

between the transmitter i and the receiver j can be derived as
follows

R = B log2(1 + �ij). (2)

The transmission delay is given by

tl =
nl

Rl
, (3)

where nl is the packet size delay, and Rl is the link capacity
that can be derived from Eq. (2).

Queuing model

We use a D/M/1 queue to represent the processing delay
of the UAVs with the arrival rate equal to r and the service
rate denoted as µUAV = CUAV/Cl. Similarly, the processing
delay of the HAP/LEO edge server is modeled with a D/M/1
queue with an arrival rate �NT = ⌘rn, where ⌘ refers to the
offloading factor, i.e., the probability that a frame is offloaded
to the NT edge server, and service rate µHAP = CHAP/Cl

and µLEO = CLEO/Cl, respectively. According to [16], the
average service time for a D/M/1 queue with arrival rate �
and service rate µ is given by

tq(�, µ) =
1

µ(1� �)
, (4)

where � is the root of the equation � = e�µ/�(1��).
Using an offloading factor ⌘, we can evaluate the overall

average delay of the system supported by an HAP/LEO edge
server, as:

t̄d(⌘) = (1� ⌘)t̄UAV
d (1� ⌘) + ⌘t̄id(⌘), (5)

where i 2 {HAP,LEO}, and t̄id(⌘) is the average overall
delay when node i processes task with a rate ⌘. The UAV
overall delay only consists of the processing delay and it is
determined by

t̄UAV
d (1� ⌘) = tq((1� ⌘)r, µUAV). (6)
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