
0.4

0.5

0.6

0.7

0.8
F 1

 sc
or

e
TabPFN

XGBoost

AutoGluon +

AutoGluon

KNN

SVM
XGBoost

DT

Airfoil binary

0.3

0.4

0.5

0.6

F 1
 sc

or
e

TabPFN
XGBoost

AutoGluon +

AutoGluon

KNN
SVM

XGBoost

DT

Airfoil multi-class

0.2

0.4

0.6

0.8

F 1
 sc

or
e

TabPFN
XGBoost

AutoGluon +

AutoGluon

KNN

SVM

XGBoost

DT

FRAMED validity

0.3

0.4

0.5

0.6

0.7

F 1
 sc

or
e

TabPFN

XGBoost
AutoGluon +

AutoGluon

KNN

SVM

XGBoost

DT

FRAMED safety

0.75

0.80

0.85

0.90

0.95

1.00

F 1
 sc

or
e

TabPFN

XGBoost
AutoGluon +

AutoGluon

KNN
SVM

XGBoost

DT

Solar HEX

0.4

0.6

0.8

F 1
 sc

or
e

TabPFN

XGBoost

AutoGluon +

AutoGluon

KNN

SVM

XGBoost

DT

3-bar truss

0.0 0.2 0.4 0.6 0.8 1.0
Fraction of training data

0.0

0.2

0.4

0.6

F 1
 sc

or
e

TabPFN

XGBoost
AutoGluon +
AutoGluon

KNN

SVM

XGBoost

DT

Welded beam

0.0 0.2 0.4 0.6 0.8 1.0
Fraction of training data

0.4

0.6

0.8

F 1
 sc

or
e TabPFN

XGBoost

AutoGluon +

AutoGluon

KNN

SVM

XGBoost
DT

Welded beam (+)


