
ds0: PipelineStage

latency = 1

ex0: ExecuteStage

latency = 1

imau0:
InstructionMemoryAccessUnit

to_process = {bne, beq, jump, ...}
latency = 1

:read()

:read()/write() :read()/write()

:read()/write()

:read()/write()

:read()/write()

:receive()

ifs0: InstructionFetchStage

latency = 1
issue_buffer_size = 1

imem0: SRAM

data_width = 32
max_concurrent_requests = 1
read_write_ports = 1
port_width = 1
data = {0x1000: Instruction(...) ,... }
read_latency = 1
write_latency = 1
address_ranges = {(0x0, 0x1000)}

dmem0: SRAM

data_width = 32
max_concurrent_requests = 1
read_write_ports = 1
port_width = 1
data = dict()
read_latency = 10
write_latency = 10
address_ranges = {(0x0, 0x1000)}

dcache0: SetAssociativeCache

data_width = 32
max_concurrent_requests = 1
read_write_ports = 1
port_width: int
data = dict()
write_allocate = true
write_back = true
miss_latency = 2
hit_latency = 1
cache_line_size = 4
replacement_policy = PRLU
read_latency =

"def real_latency(...): ..."
write_latency =

"def write_latency(...): ..."

fu0: FunctionalUnit

to_process = {mac, addi, ...}
latency = 1

mau0: MemoryAccessUnit

to_process = {load, store}
latency = 1

rf0: RegisterFile

data_width = 32
registers = {r0: Data(...), ...}

pcrf0: RegisterFile

data_width = 32
registers = {pc: 0}


