
(a) Construct events 𝑪 and 𝑬 with respect 

to 𝒔 and 𝐲𝟎 , respectively.
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(b) Necessity Counterfactual.
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1) Sample from 𝑝(𝐗|𝐶, 𝐸)

(c) Generate two data points 𝐱𝟏, 𝐦𝟏
′ , 𝐲𝟏 and 

𝐱𝟐, 𝐦𝟐
′ , 𝐲𝟐 , using necessity counterfactual model.

2) Assign variable 𝐌 a 

value satisfies event ҧ𝐶

3) Perturb 𝐱𝑖 with 𝐦𝑖
′ and

predict (Eq.3)
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(d) Feed the generated data points into 

Eq.10 to estimate PN(C,E).

𝕀 𝑓 Perturb 𝐱2, 𝐦2
′ ∉ 𝒬

= 𝕀 𝑓 (0.2, 0.4,0.6,0.8)⨀ 0,1,1,0 ∉ 𝒬

= 𝕀 𝑓 (0, 0.4,0.6,0) ∉ 𝒬 = 1

𝕀 𝑓 Perturb 𝐱1, 𝐦1
′ ∉ 𝒬

= 𝕀 𝑓 (0.2, 0.4,0.6,0.8)⨀ 0,1,1,0 ∉ 𝒬

= 𝕀 𝑓 (0, 0.4,0.6,0) ∉ 𝒬 = 0

Where,
𝐦1

′ only perturbs 

redundant feature of 

𝐱1(Key to measuring 

redundancy)

Explanation of 𝐱0


