
0%

20%

40%

60%

80%

100%

K
W

S
ac

cu
ra

cy

Bit precision of coefficient b  (with full precison of coefficient a)

176 μm

1
1

6
 μ

m

(a)                                                                           (b)  

(a) 

18.2

10.2

6.1
4.5

3.3

0

5

10

15

20

P
o

w
er

 C
o

n
su

m
p

ti
o

n
 

(μ
W

)

16-bit coeff. (baseline)

replace with low complexity IIR structure

reduce to 12-bit coeff. (quantization using netiwork
accuracy as the standard of measurement)

w/ pipeline design

mixed precision (12-bit for coeff. a and 8-bit for
coeff. b)

16-bit coeff. (baseline)

Replace with low-cost IIR structure 

Reduce to 12-bit coeff. (quantization using 
accuracy as the standard of measurement)

w/ pipeline design

Mixed precision (12-bit coeff. a and 
8-bit coeff. b) 

5.5x reduction

84%

86%

88%

90%

92%

94%

16 15 14 13 12 11 10 9 8 7 6

K
W

S
ac

cu
ra

cy

Bit precision of coefficient a (with 8-bit coefficient b)

(b)                                                         

0%

20%

40%

60%

80%

100%
K

W
S

ac
cu

ra
cy

84%

86%

88%

90%

92%

94%

16 15 14 13 12 11 10 9 8 7 6

K
W

S
ac

cu
ra

cy

84%

86%

88%

90%

92%

94%

16 15 14 13 12 11 10 9 8 7 6

K
W

S
ac

cu
ra

cy

(a) 

(b)                                                         


	layout.vsdx
	页-1


