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Fig. 1: Execution time distribution of the different operations
in transformer networks at varying sequence lengths.

CAMs enable an LSH-based search, which has been leveraged
in the literature [11] to accelerate few-shot learning tasks. A
ternary CAM (TCAM) can store “0”, “1”, and “don’t care” in
each cell where a cell storing “don’t care” is always a match.
TCAMs have been used to implement attention using L∞ and
L1 distance metrics through range encoding [10].

III. IN-MEMORY COMPUTING-BASED ACCELERATOR FOR

TRANSFORMER NETWORKS (IMCAT)

We introduce an accelerator framework to speed up trans-
former networks, particularly for long sequences. Transformer
networks are composed primarily of MHA, feedforward layers,
and layer normalization. As the sequence length increases,
the MHA dominates the execution time, as shown in Fig. 1.
Because of this, iMCAT focuses its acceleration with MHA,
which relies primarily on MVMs. We use XBars to implement
the majority of the operations by the MHA and the feedforward
operations.

The vanilla transformer has three types of MHA: (1) a
masked MHA for the decoder layer, (2) a bidirectional MHA
for the encoder layer, and (3) an encoder-decoder MHA that
connects the encoder to the decoder. The masked MHA only
attends to the sequence’s past elements while the bidirectional

MHA attends to the sequence’s past and future elements. The
encoder-decoder MHA uses the encoder feature embeddings as
keys and values and the decoder feature embeddings as queries
to connect the encoder layer to the decoder layer.

In Sec. III-A, we discuss a general hardware mapping of the
MHA. We then discuss the modifications to tailor-fit the general
MHA to the masked, bidirectional, and encoder-decoder MHA
of the transformer network in Sec. III-B. Finally, we discuss
the LSH+SDP MHA that can improve the energy efficiency of
iMCAT in Sec. III-C.

A. General Multihead Attention Hardware Mapping

For a general mapping (Fig. 2), the elements of the inputs,
query Q′ = {q′t}, key K ′ = {k′t}, and value V ′ = {v′t}, arrive
one at a time. As shown in Fig. 2, the MHA inputs q′t, k

′

t, and
v′t serve as inputs to multiple heads. Each head’s output is then
concatenated and multiplied using the weight function WMHA

implemented using XBars. For the vanilla transformer, WMHA

requires a d × d (512 × 512) XBar. Each head is composed of
Xbars for WQ, WK and WV for the projection matrices and
Xbars for K and V, serving as an attention cache.

For each head, the query, key, and value are projected to a
different feature space. Each projection matrix WQ

i , WK
i , and

WV
i requires a d

h
× d MVM (64 × 512 MVM for the vanilla

transformer) implemented in Xbars. These projection matrices
have static weights during inference. The projected query qt
is then compared to the projected key kt, kt−1, kt−2... and
projected values vt, vt−1, vt−2... using a SDP attention. Since
the projected query qt also depends on the present and previous
projected keys kt, kt−1, kt−2... and values vt, vt−1, vt−2..., they
can be cached in XBars for reuse to minimize the computations.
The key-value XBars, hence, serve as a physical realization
of the content addressable memory (different from hardware
CAMs1) found in attention mechanisms. We use 8-bit preci-
sion, which is found to achieve good accuracies for quantized
transformer networks [8], [9].

Each row of K and each column of V represent a projection
kt and vt. K have a size of n× d, and V have a size of d×n.
The required number of rows in the XBar arrays K increases as
the sequence length increases. Since the rows are independent
of each other, there are "n/64# XBar arrays of 64 × 64 as n
increases. Each of the XBars for K represents 64 dimensions
in an n-dimensional vector. The required number of columns
of V increases as the sequence length n increases, introducing
more complexity and partial sums.

To counter this complexity, we use LSH to limit the number
of columns required in V . This introduces more write opera-
tions but is more beneficial as the sequence length increases.
To reduce the number of computations, the keys and values for
each time step are cached in the K and V XBars.

In SDP, the attention weight a(k, q) is scaled by dk. The
dimension of the keys dk = d

h
, where h represents the number

of heads, is limited to 22b such that scaling is implemented by
removing b least significant bits. The common value of dk is 64,
which is equivalent to removing 3-bits. Softmax is implemented
using lookup tables similar to [17].

B. Masked, Bidirectional, and Encoder-Decoder Multi-head

Attention Hardware Mapping

We discuss further tailor-fiting iMCAT’s general MHA to
the different types of MHAs: Encoder-Decoder MHA, Masked
Multi-Head Attention, Bidirectional MHA.

1) Encoder-Decoder Attention: The encoder-decoder MHA
uses keys and values from the encoder layer and the queries
from the decoder layer. Once these keys and values are obtained
from the encoder layer, they can be used by the decoder for
each autoregressive iteration.

2) Masked Multi-Head Attention: The transformer network’s
decoder layer is autoregressive by nature (the input is a delayed
version of the output) and uses masked MHA. The masking

1Attention content-addressable memories are software memories that per-
form content-based retrieval by comparing a floating point query vector to a
set of floating point keys using a similarity function such as cosine similarity.
They are called memory, similar to a human memory, because they store
information from current and past time steps. Hardware CAMs are physical

memory fabrics that also perform content-based retrieval by comparing a binary

query vector to the contents stored within their memory. Hardware CAMs can
perform this retrieval in O(1). The contents of the memory are often compared
using Hamming distance.
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